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FL-TL8 HO

PRODUCT INFORMATION

Product Name Dimensions (mm) Power (W)* Luminous Flux* Energy Efficiency* Weight (kg)

FL-TL8 HO 120cm

18W

1200x26 18 2142–2646 lm (@

4000 K)

119–147 lm/W 0,3

FL-TL8 HO 150cm

27W

1500x26 27 3537–4185 lm (@

4000 K)

131–155 lm/W 0,4

*(+/- 10 %)

_

_

_

_

_

_

_

_

_

_

Type: Designed for professional use, tested, cost-effective T8 HO

(High Output) LED Tube

Installation: To a fluorescent lamp G13 socket (replaces the T8

fluorescent lamp)

Application: Ideal for large markets and office space and

garages (indoors and outdoors)

MATERIALS

Body: Aluminium

Diffuser: Polycarbonate, opal (O) / clear (K)

DEGREE OF PROTECTION (IP)

IP40

INFORMATION/INSTALLATION

Availability of the Light Distribution Files: Yes

Installation: to G13 base of fluorescent lamp (replaces T8

fluorescent lamp)

Warranty: up to 8 years

LIGHT SOURCE

CRI (Color Rendering Index): >80, also available with Ra>90

class modules (special order)

Lifespan: >80 000 h (less than 30 % lumen depreciation)

TECHNICAL DATA

Color Temperature Options: 3000 K / 4000 K / 6000 K

Input Voltage: 90–250VAC 50Hz

DRIVER

LED driver integrated inside the tube

COMPABILITY (T8 Fluorescent Lamp)

36 W 120 cm T8 Fluorescent Lamp --> FL-TL8-HO-18W

58 W 150 cm T8 Fluorescent Lamp --> FL-TL8-HO-27W

PRODUCT ORDER CODES

FL-TL8-HO-18W, FL-TL8-HO-27W

Add the desired diffuser (K/O) and temperature code at the

end of the product name
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